
Star head
230 V AC
207 -253V AC
50 Hz
Compatible with locked ôwitches and âutomatisms designed for motors (2 mutually locksd outputs).
Automatisms should be basêd on mechanlcal relays (stâtic rolays & triacs may cause non fonctionning)
4 minutês
4
0.75 mm'z
Electronic
250 tum6 limitod to 3 minutes of rctation w/o STOP
< t 4 "
lP 44
Screw implantation for LT50 mounting 20681o-Whêsl intorlaco LT50 2068214rown interface LT50 206822-lntêrhce drawing star hoad LT50
and LTS0PAI/PS 206823
The pdncipls of the OREA WT is b stop in up limit with an electronic stop detêdion.
50 x 1.5 mm
Normal use : -10'C io +40"C Exceptional use (20% of the lif€ timo not simultaneous) : -20'C to + 70'C

to SOMFY measures (for information onlv).Worse value : in load up direction during 10 seconds.
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WIRING Neutral Blue
Direction 1
Direction 2

Brown
Black

Earth Green / Yellow

15.05 maxi.

Basic crown for tube QSO x 1.5
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q x @ 5 steel "pop" rivet type at 90' z xÔ5 holes for

DT i>,Rl {otf.î Yt. RoCêû.


